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NERO EVENT SPACE 

 
*Please note that this is a working document, all information contained in this document is believed to 
be correct at the time of writing. Further updates and adjustments will be made over time. Please refer 
to PJPAC Theatre Management for the latest update before the confirmation of your venue booking.  
 
 
GENERAL INFORMATION  
 
Nero Event Space is a versatile space suited for intimate, small-scale productions and events, with 
multiple option modular seating configuration. The maximum seating capacity is 200.  
 
The space has a curtain system along the catwalk line, 1.2m away from the wall surrounding the 
whole space.  
 
LOADING AREA 

The PJPAC Loading Bay is accessed by FIRST AVENUE on the road between First World Hotel and 
TV3 Building. The Lift has direct access to STAGE 1 THEATRE and through the back of house (BOH) 
corridor to NERO EVENT SPACE backstage on Level 2.  

 
Bump-In/Out loading hour: 0800 – 2359 
 
All bump-in/ out and overnight time must be pre-arranged and registered with PJPAC Theatre 
Management to prevent loading area congestion and/ or disruption to mall shoppers.   
 

Dock Height from road (Loading Ramp available) 914mm 

Loading Bay Opening Width 3.02m, Height 2.292m 

Maximum Height of item to transfer to NERO   2 m 

Maximum Width of item to transfer to NERO 1.65 m 

 

Crane Access Cargo Opening (Exclusive to PJPAC) 

Height 3 m 

  Width   7 m 

Height from Ground to floor   16 m 

 

 
Cargo Lift (Exclusive to PJPAC) 

Lift Dimension 2.5 m x 3m 

  Opening 1.8 m x 2.5m 

Safe Working Load (SWL)   3000 kg 

 
ACCESSIBILITY  

NERO EVENT SPACE theatre auditorium and backstage areas on Level 2 are wheelchair accessible.  
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PARKING 

There is ample paid parking at the 1 Utama Car Park. Direct access via escalator or elevator via 
basement parking at 1 Utama E building. 
 
WORKSHOP SPACE 

The theatre has minimal workshop space; however, support staff may be available to assist with 
emergency repairs.  
  
STORAGE SPACE 

There is very little storage space in the theatres. Scenery may be installed in the theatre and remain 
for the run/season, however there is little provision for storage beyond this. Unused items such as 
empty road-cases, set pieces etc. may be required to be taken off-site. 
 
LIGHTING TECHNICAL SPECIFICATIONS  
 
Nero has a fixed box grid ceiling for lighting and set rig. A surrounded catwalk system designed for 
flexible control desk docking. Elevated platform equipment will be available for set up and rigging by 
request.  
 
POWER SUPPLY  

Local Power Supply 220 - 240 volt, single phase, 50 Hz 

Standard stage fixture connector PowerCon System and rigging  

Additional Rental Power @ USR 100A CEE17 5P 

General Power Outlet (GPO) 13A UK type 

PowerCon Coupler Neutrik NAC3MM-1 4 

PowerCon Coupler Neutrik NAC3MM-1 4 

 
LIGHTING EQUIPMENT / ACCESSORIES  

Lighting Production Server  ETC Ion Xe 20 1 

Ethernet to Two Port Node DMX 

Gateway  
ETC Two-Port DMX/RDM 6 

ETC 19 Degree ETC 
S4 19 Degree + 

S4WRD 
5 

ETC 26 Degree ETC 
S4 26 Degree + 

S4WRD 
5 

ETC 36 Degree ETC 
S4 36 Degree + 

S4WRD 
5 

ETC 50 Degree  ETC 
S4 50 Degree + 

S4WRD 
3 

ETC 15 to 30 Degree Zoom Lens ETC 
S4 Zoom 1530 + 

S4WRD 
2 

ETC 25 to 50 Degree Zoom Lens  ETC 
S4 Zoom 2550 + 

S4WRD 
2 

LED Fresnel Light  ETC 
ColorSource Spot Light 

Engine + S4 LED 
6 

0.5 Meter RGBL ETC Colorsource Linear 1 
1

0 

20A DMX Control Relay  ETC CSR-D 6 
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SOUND AND AUDIO-VISUAL TECHNICAL SPECIFICATIONS  

 
AUDIO MIXING AND DISTRIBUTION 

32 Input and 2 Stereo Mixing Channel Digital 
Mixing Console 

Yamaha TF1 1 

16 Input 8 Output Digital Stage Box Yamaha Tio1608-D  3 

Audio Video Media Server Apple + Qlab 
27" iMac + Full 
Bundle 

1 Lot 

MIDI and SMPTE Server Interface Motu Micro Express 1 

Dante Audio Network Server Interface Focusrite Red4Pre 1 

Wireless In Ear Monitoring  Sennheiser EW IEM G4 3 

Wireless Receiver  Sennheiser EWG4 3 

 In Ear Monitoring 8 To 1 Antenna Combiner Sennheiser AC3200-II 1 

Passive Directional Antenna Sennheiser A2003UHF 3 

1 To 4 Antenna Splitter Sennheiser ASA214 2 

Antenna Booster Sennheiser AB-4 2 

Antenna Combiner Sennheiser AC 41 2 

 
SPEAKERS 

12" Self-Powered Speaker  Turbosound IQ-12 4 

10" Self-Powered Speaker  Turbosound IQ-10 4 

15" Low-Frequency Self Powered Loudspeaker Turbosound IQ-15B 4 

 

MICROPHONES 

Wireless Handheld Microphone  Sennheiser EW500 G4-935 2 

Wireless Lavalier Microphone  Sennheiser EW500 G4-MKE2 2 

DANTE To 4x XLR Analogue Output Interface Switchcraft  SD104QA 4 

 

ACCESSORIES 

Microphone Stand Proel RSM200BK 2 

 

Barn Door    8 

Pattern Holder (A/B Size)    1

3 

Drop-In Iris    1

5 

Barn Door Kit for 2 x 0.5m Linear 

Segments 
   3 

5 Pole XLR Male to Male Gender 

Changer 
Neutrik NA5MM-B 6 

5 Pole XLR Female to Female 

Gender Changer 
Neutrik NA5FF-B 6 

Portable Lighting Extension Power 

Board 
KUPO PDB-P009D 8 

Powercon Splitter Box KUPO PDB-L1401 (1 to 4) 8 

1 to 2 Socapex Splitter Box KUPO PDB-19PRB 3 

Socapex To 6x PowerCon 

Connector 
KUPO BK3/2.5-1.2-PC 8 



4 

  

_________________________________________________________________________________ 
*Equipment listed are subject to availability. Please refer to PJPAC Theatre Management for the latest 
update before the confirmation of your venue booking.  

 
 

NERO Event Space Technical Specifications  

PROJECTION   

WUXGA 16,000 ANSI Lumens LCD Laser 
Projector  

Panasonic PT-MZ16KLB  1 

Portable Frame Front/Rear Projection Screen Draper 2,740mm x 4,880mm  

Cinefold Cineflex 
White XT700V 

1 

Projection Screen Truss Draper 2,740mm x 4,880mm  

Cinefold Cineflex 
White XT700V 

1 

AV Over IP 4K Encoder Crestron DM-NVX-E30 2 

Media Content Player and Visual Control 
Software for Apple Mac Mini 

Apple Mac Mini 1 Lot 

 

Blackmagic UltraStudio HD Mini 1 Lot 

Monitor HP V27i 1 

MIDI and SMPTE Server Interface Motu Micro Express 1 

8 Port PoE+ Managed Network Switch HPE J9774A 1 

 

STAGE MANAGEMENT COMMUNICATION 

NERO EVENT SPACE provides an integrated custom-made Stage Manager Console. 

Production intercom system is available by request. Fees may apply.  

 

Production Intercom & Cue Light System 

Digital Intercom Master Station Clearcom HMS-4X 1 

Digital Intercom Remote Station Clearcom HRM-4x 1 

Digital Speaker Station Clearcom HKB-2X 2 

Digital Intercom Belt pack Clearcom HXII-BP-X4 4 

Single Ear Intercom Headset Clearcom CC-110-x4 4 

Wireless Belt Pack Clearcom FSII-BP19-x4-EU 4 

Single Ear Intercom Headset Clearcom CC-110-x4 4 

Belt pack 5-Way Battery Charger  Clearcom AC60 1 

12 Channel Cue Lighting Control Desk (Stage 
Manager Console) 

ETC  Cue System 12 
Channel Rack 

1 

Cue Lighting Playback Station (Stage Manager 
Console) 

ETC  Cue System 
Playback Unit  

1 

Portable Laptop for Cue Station Software ETC + HP Cue Station 
Software + ProBook 
430 G7 Notebook 
PC 

1 Lot 

 

 

 

 



5 

  

_________________________________________________________________________________ 
*Equipment listed are subject to availability. Please refer to PJPAC Theatre Management for the latest 
update before the confirmation of your venue booking.  

 
 

NERO Event Space Technical Specifications  

SEATING 

Portable Stackable Platform Steel Structure Custom 
PJPAC 

  (1030mm x 1030mm x 
315mm) 

330 

Aisle Portable Steps Custom 
PJPAC 

  (600mmW x300mmD 
x150mmH) 

24 

Back Fabric Serge Type Panels c/w Velcro 
Attachment 

Custom 
PJPAC 

Black (1m W x 2.4m H) 12 

Back Fabric Serge Type Panels c/w Velcro 
Attachment 

Custom 
PJPAC 

Black (1m W x 1.8m H) 22 

Back Fabric Serge Type Panels c/w Velcro 
Attachment 

Custom 
PJPAC 

Black  (1m W x 900m H) 42 

Single Seats c/w coupling hook Ferco M5F Standard Chair 220 

Single Seats Ferco M5F Standard Chair 20 

 
 
BACKSTAGE FACILITIES  
Dressing Rooms  

NERO EVENT SPACE has a 10 people capacity dressing room with ensuite toilet and shower 
facilities, adjacent to it is the production office on Level 3, accessed through NERO back of house 
staircase.  
 

Catering  

Event catering is possible by arrangement with the PJPAC contracted caterer.  

Security  

All large items access backstage is via Loading Lift to Level 2, refer to above loading area for details.  

Security in the theatre is monitored by a system of movement sensors and closed-circuit video 
cameras (CCTV).  

Access is controlled by a combination of key and swipe card activated door locks. Keys and swipe 
cards allowing area specific access will be issued to users of the theatre as required. Prior notice of 
names and duties of personnel needing access is required, in order that cards and keys can be 
prepared for collection on arrival. A replacement fee will be charged for any keys or swipe cards not 
returned.  

Guests must be collected and signed in by their host and remain in the company of the host at all 
times. For safety and security reasons, guests are not permitted on the stage, side-stage, sub stage 
or in the auditorium without prior arrangement with PJPAC Theatre Management staff. Swipe card-
controlled doors will sound a shrill alarm if held open for too long. Please see PJPAC Theatre staff to 
temporarily disarm these alarms should a door require it to be held open for the passage of goods etc.  
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Contact details:  
 
Theatre Manager 
Brian Kwan 
012 215 7984 
brian.kwan@pjpac.com.my 
 
 
Technical Manager 
Mark Felix 
012 391 8787 
mark.felix@pjpac.com.my 
 

 
 
 
 
 

 


