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STAGE 1 THEATRE 
 

1. GENERAL INFORMATION  
 

STAGE 1 Theatre is a medium sized proscenium arch theatre, particularly suited to medium 
scale dance, dramatic and musical productions. The auditorium floor is carpeted with fabric 
and timber acoustic wall.  

 
1.1  SEATING 

 

Total Seating Capacity 684 seats 

Stalls  516 seats 

Circle 1 Seating Capacity 168 seats 

 

Seat number will be reduced by the use of the following 

Aisle left (removable seating) 42 

Aisle right (removable seating) 50 

Wheelchair Space (8 seats for 4 wheelchairs) Stalls  

 
1.2  LOADING AREA 
 

The PJPAC Loading Bay is accessed by FIRST AVENUE on the road between First World 
Hotel and TV3 Building. The Lift has direct access to STAGE 1 THEATRE & NERO EVENT 
SPACE backstage on Level 2. STAGE 1 dressing room & Production Office are to be 
accessed through Level 3.   

 
Bump-In/Out loading hour: 0800 – 2359 

 
All bump-in/out time and overnight must be pre-arranged and registered with PJPAC Theatre 
Management to prevent loading area congestion and/or disruption to mall shoppers. 

 

Dock Height from road (Loading ramp available) 914mm 

Loading Bay Opening Width 3.02m, Height 2.292m 

BOH Loading Ramp Width  2.8 m 

 
Cargo Lift (Exclusive to PJPAC) 

  Lift Dimension 2.5 m x 3m 

  Opening 1.8 m x 2.5m 

Safe Working Load (SWL)   3000 kg 

 
1.3 ACCESSIBILITY  
 
 Both STAGE 1 THEATRE and NERO EVENT SPACE theatre auditorium and backstage areas 

are wheelchair accessible.  
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1.4 PARKING 
  
 There is ample paid parking at the 1 Utama Car Park. Direct access via escalator or elevator 

via basement parking at 1 Utama E building. 
 
  
1.5  STORAGE SPACE 

There is very little storage space in the theatres. Scenery may be installed in the theatre and 
remain for the run/season, however there is little provision for storage beyond this. Unused 
items such as empty road-cases, set pieces etc. may be require to be taken off-site. 

 
2. STAGING  
 
2.1  STAGE SPECIFICATIONS 

 

Floor Hard-wearing floor with 36mm plywood top overlaid with Marine ply  

Loading of Stage Floor 7.5kN/m2 

Proscenium Arch 
Opening 

 

Adjustable False 
Proscenium 

 

Adjustable Side 
Tormentors 

Opening Width 14m 

Height 6.8m 

Dimension 15m(W) x 2.5m(H) 

Maximum Drop 2m 

Dimension 2.5m(W) x 7.5m(H) 

Maximum Trim (Each Side) 2m 

 

Main Stage 

Main Performance Area (without apron) 14m (W) x 10m (D) 

Stage Height 800mm 

Apron  2.5m (D) x 14m (W) 

Depth of Cable Trough 250mm (W) x 300mm(D) 

Back Stage Depth   6.3m 

Width 22m 

Width from Centre line 
to: 

Wall Side Stage Left (PS) 13.1m 

Wall Side Stage Right (OP) 9.4m 

Wings (perimeter 
drape to wall) 

PS Wing Space 6.1m (W) x 16.25m (D) 

OP Wing Space 2.4m (W) x 16.25 (D) 

 

*Please refer to the theatre drawing package for details of all dimensions. 
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2.2 RIGGING / FLY SPECIFICATIONS 

STAGE 1 is equipped with 40 lines of single purchase counterweight fly bars. Only In-

House Rigging Technician and Riggers with proven certification are to be allowed to 

work with the system.  

 

All overhead elements must be rigged with rated equipment, fitted, and installed by 

qualified personnel. Rigging Certificate must be presented to PJPAC Theatre 

Management prior to commencement of work.  

 

Operation Control Single Purchase Counterweight  

Location Stage Right 

Fly Line Set 

*Refer to fly 
Standard hanging 
plot. 

Quantity 40 bars (Up/ Downstage) 

Distribution (from center to center of bars) 300mm – 400mm 

Bar Length & Format 15m Ladder Truss with 
48mm RHS (2.5mm) 

Maximum Capacity 250kg (UDL/SWL)/ 

75kg (PL/Max 3 point) 

Speed Manual 

Maximum Fly Height  11m 

Height to Fly Gallery 4.8m 

Height to SR Rigging Gantry 9.6m 

Height to SL Lighting Gantry  6m 

Height to Grid Floor   13m  

 

STAGE 1 THEATRE will provide general rigging accessories such as shackles, eye bolts, wire clips, 

slings and so on for rigging and staging exercise. The Hirer should provide all attachable and fastening 

hardware for set piece. Staging and Rigging method statement should be review by the theatre 

technical management before carrying out on stage. 

 

2.3 SOFT GOODS 

 

ITEM DIMENSION (Drop x width) COLOUR DESCRIPTION Qty 

Main Valance 1.5m by 14m Black Velvet Velour 1 

Main Curtain (Center Parting) 14m by 8.5m Black Velvet Velour 1 

Mid Curtain (Center Parting) 14m by 8.5m Black Velvet Velour 1 

Border 14m x 1.5m Black Velvet Velour 4 

Legs 8.5m by 2m Black Velvet Velour 8 

Full Black 14m by 8.5m Black Velvet Velour 1 

Cyclorama non flown 14m by 8.5m Off White Canvas 1 
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Scrim/Gauze non flown 14m by 8.5m White Gauze 1 

 
3. LIGHTING TECHNICAL SPECIFICATIONS 
 
3.1 PRODUCTION LIGHTING  
 

STAGE 1 is equipped with LED based theatrical production lighting fixtures including the 
Profiles, Fresnels, as well as moving lights. The center of the control system is an ETC GIO 
Console, with a full network-based DMX distribution system.  

 
As the theatre is not equipped with conventional Tungsten based lighting fittings, there is NO 
dimmer provided. Hirers who wish to bring in Tungsten based fittings are advised to bring in 
dimmer racks. For details, please refer to PJPAC Theatre Management. 

 
The Follow Spot Lighting are remotely operated by technicians with the “Follow Me” system.  

 
All lighting placement and requirement must be provided by the hirer at least two weeks prior to 
the bump-in.  

 
  
3.2 EQUIPMENT SET UP & OPERATION  
 

All in-house equipment will be operated by PJPAC Theatre technicians or certified production 
crew, including consoles and Follow Spot. Concessions to this practice may be granted under 
special circumstances through prior consultation. All hired equipment will be setup under the 
direction of visiting personnel but may be operated by either party. A production table can be 
set up at the Stall; however, the lighting desk can be arranged to set up at the mid audience 
production desk. during programming, rehearsals, and performances.  

 
 
3.3 ELECTRICAL SAFETY  
 

All electrical equipment, brought on site, is expected to conform to local codes, be of good quality 
and good repair. Suspect equipment may be subjected to an Electrical Safety Test, PJPAC 
reserves the right to disallow its use in the theatre. 

 
3.4 POWER SUPPLY  
 

Local Power Supply 220 - 240 volt, single phase, 50 Hz 

Standard stage fixture connector PowerCon System 

Additional Rental Power @ USR 100A CEE17 5P 

General Power Outlet (GPO) 13A UK type 

PowerCon Coupler Neutrik NAC3MM-1 4 

PowerCon Coupler Neutrik NAC3MM-1 4 

CAT6A Ethercon Feedthrough Coupler Neutrik NE8FFX6-W 4 

CAT6A Ethercon Feedthrough Coupler Neutrik NE8FFX6-W 4 
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3.5 LIGHTING EQUIPMENT 

 

Stage Lighting Control Console  ETC Gio Console 1 

Lighting Production Server c/w Lighting 
Control Software 

    1 Lot 

        

Follow Spot Tracking System Follow-Me     

Mouse Console 
Mouse 

Console 
  4 

Camera 
Marshall 
Camera 

2.8mm lens 1 

Follow Me Spot Tracking System 
Server 

Apple Mac Mini 1 Lot 

Ethernet to Two Port Node DMX 
Gateway  

ETC Two-Port DMX/RDM 10 

8 Port PoE+ Managed Network Switch HPE J9774A 1 

ETC 19 Degree  ETC S4 19 Degree + S4WRD 14 

ETC 26 Degree  ETC S4 26 Degree + S4WRD 8 

ETC 36 Degree ETC S4 36 Degree + S4WRD 8 

ETC 50 Degree ETC S4 50 Degree + S4WRD 6 

ETC 15 to 30 Degree Zoom Lens ETC 
S4 Zoome 1530 + 

S4WRD 
3 

ETC 25 to 50 Degree Zoom Lens ETC 
S4 Zoome 2550 + 

S4WRD 
3 

LED Fresnel Light  ETC 
ColorSource Spot Light 

Engine + S4 LED  
14 

0.5 Meter RGBL  ETC Colorsource Linear 1 7 

LED Cyclorama ETC Colorsource CYC 10 

300W Multifunctional Moving Light Clay Paky Axcor Profile 400HC 10 

20A DMX Control Relay  ETC CSR-D 8 

Barn Door     14 

Pattern Holder (A Size)     30 

Drop-in Iris     16 

Barn Door Kit for 2 x 0.5m Linear 
Segments 

    6 

5 Pole XLR Male to Male Gender 
Changer 

Neutrik NA5MM-B 5 

5 Pole XLR Female to Female Gender 
Changer 

Neutrik NA5FF-B 5 

Portable Lighting Extension Power 
Board 

KUPO PDB-P009D 8 

Socapex To 6x PowerCon Connector KUPO   8 

Side Lights Frame Ladder c/w 1 m 
stand 

Black 1850mm (h) x 800mm (w) 6 

Side Lights Frame ladder c/w 1 m stand Black 1450mm (h) x 900mm (w) 6 

Side Light Frame Ladder c/w 1 m stand Black 600mm (h) x 600mm (w) 14 

Side Light Frame Ladder / for Flying Black 2000mm (h) x 900mm (w) 6 
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3.6 ACCESSORIES 

  

Booms Custom, on castors 6 

Iris for ETC Source 4 profiles 18 

A size Gobo Holder for ETC source 4 profiles 36 

Genie Upright single man lift 8m - 10m 1 

6m Aluminum Scaffolding 8m (Achievable Height) 1 set 

 

 
4. AUDIO TECHNICAL SPECIFICATIONS  
 
4.1 PRODUCTION AUDIO SYSTEM 
 

The main speaker rig in STAGE 1 is a L ‘Acoustic A15 Line array system, with LA4X DSP 
Amplifier. The theatre will have a standard rig of LCR clusters. The Hires are allowed to change 
the configuration of the speaker configuration and bring in additional speaker system with the 
related rig. The set up must conform to the limit of the theatre rigging.  

 
The theatre is design with Dante Network infrastructural. The network can extend to the 
Experimental Theatre as well as to the foyer. The mixing console in the Theatre is a Yamaha 
CL3, with RIO Stage Boxes.  

 
The theatre is also equipped with a Q Lab Audio Bundle for audio playback and show control.  

 

4.2 AUDIO MIXING AND DISTRIBUTION 

64 Input and 8 Stereo Mixing 
Channel Digital Mixing Console 

Yamaha CL3 1 

32 Input 16 Output Digital Stage 
Box 

Yamaha RIO3224-D2 1 

16 Input 8 Output Digital Stage Box Yamaha RIO1608-D2 1 

Audio Media Server and Show 
Control System, Software Midi 
Interface 

Apple + Qlab + 
Motu 

Mac Mini + Audio 
Bundle 

1 Lot 

Dante Audio Network Server 
Interface 

Focusrite Red4Pre 1 

16 Input and 8 Stereo Channel 
Digital Mixing Console 

Midas M32R 1 

Digital Personal Mixer Behringer P16-M 6 

Digital Ultranet Distributor Behringer P16-D 2 

4 Channels 1000-Watt 
Loudspeaker Amplifier 

L Acoustic  LA4X 7 

Network Switcher for Loudspeaker 
Management Processor 

Motu 5 Ports Network Switch 4 

    

Audio Monitoring i3 Computer     1Lot 
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4.3 SPEAKERS 

  

2 Way 15" Linearray passive Speaker L Acoustic  A15 Focus 8 

2 Way 15" Linearray passive Speaker L Acoustic  A15 Wide 4 

Dual 6.5" Linearray passive Speaker  L Acoustic  KIVA II 8 

21" Sub-Woofer Passive Loudspeaker L Acoustic  KS21 10 

10" Self-Powered Stage Monitor Speaker  Turbosound IQ-10 4 

5" Low Profile Powered Monitor Speaker 
System 

Yamaha HS5 2 

 
4.4 MICROPHONE SYSTEM 

  

Wireless Handheld Microphone  Sennheiser EW500 G4-935 6 

Wireless Lavalier Microphone  Sennheiser 
EW500 G4-

MKE2 
3 

Wireless In Ear Monitoring Sennheiser EW IEM G4 6 

Dynamic Cardioid Vocal Microphone Shure SM58 5 

Condenser Cardioid Vocal Microphone  Shure Beta87 2 

Dynamic Cardioid Instrument Microphone  Shure PGA52 1 

Condenser Cardioid Instrument 
Microphone  

Shure PGA81 1 

Super-cardioid Electret Condenser 
Instrument Microphone  

Shure SM57 2 

Drum Kit Set Shure PGA DrumKit 7 1 

Microphone Stand Proel RSM200BK 12 

  

 

5. VISUAL TECHNICAL SPECIFICATIONS  
 
5.1 LED SCREEN & VIDEO SYSTEM  
 

The main video element in the Stage 1 is a P3.9 LED display panel system that can form up to 
a 10m x 5m (1920 pixel X 1080 pixel , frequency 60HZ) display wall.  

 
The theatre is equipped with a Dataton Watchpax 60 Media server for media playback, a PTZ 
camera with a video switcher for video capture and production.  
 

Indoor Rental Type P3.9 LED Display 
500mm x 500mm /panel 

Absen PL3.9 200 

4K Video Wall Controller Nova MCTRL4K 1 

4K Video Wall Fiber Receiving Box Nova CVT4K-M 1 

4K Video Wall Processor RGBLink D4 1 

Rackmount 17.3" Full HD LCD Monitor 
Console 

ATEN CL6700MW   

Octo Output Full Hd Or 2 X 4k 
Resolution Video Media Server 

Dataton Watchpax 60   

Dante Audio Network Server Interface Focusrite REDNET PCIeR 1 

MIDI and SMPTE Server Interface Motu Micro Express 1 

4K Live Broadcast Control Panel Video 
Switcher 

Blackmagic 
ATEM Production 

Studio 4K 
1 
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4K Live Broadcast Control Panel Video 
Switcher 

Blackmagic 
ATEM 1M/E 

Advanced Panel 
1 

43" 4K LED Preview Monitor LG 43UT640S 1 

4K Pan/Tilt/Zoom Camera Panasonic AW-UE150 1 

Fiber Optic Module for Camera Finisar FTLF1429P3BNV 2 

Fiber Optic to HDMI Converter Blackmagic 
Optical to HDMI 

Converter 
1 

4K Pan/Tilt/Zoom Camera Controller Panasonic AW-RP50 1 

12G-SDI TO HDMI Converter  Blackmagic 
Teranex Mini SDI 

to HDMI 12G 
1 

4K HDMI Distribution Amplifier Extron DA2 HD 4K 1 

AV Over IP 4K Encoder Crestron DM-NVX-E30 4 

AV Over IP 4K Decoder Crestron DM-NVX-D30  2 

Portable Power Distribution Board for 
LED Wall 

Custom 
Made 

100Amp 1 

 
 

6. STAGE MANAGER’S DESK 

 

STAGE 1 provides an integrated Stage Manager Console which allows the Stage Manager to 
communicate with all production personal via the network base Intercom System and a show 
relay system. The console also has access to control the house lighting and working lighting of 
the theatre. An ETC Cue Light System is also form part of the Stage Manager Console.  

 
6.1 Production Intercom & Cue Light System 

 

Digital Intercom Master Station Clearcom HMS-4X 1 

Digital Intercom Remote Station Clearcom HRM-4x 4 

Digital Speaker Station Clearcom HKB-2X 6 

Digital Intercom Belt Pack Clearcom HXII-BP-X4 4 

Single Ear Intercom Headset Clearcom CC-110-x4 4 

Wireless Belt Pack Clearcom FSII-BP19-x4-EU 6 

Single Ear Intercom Headset Clearcom CC-110-x4 6 

5-Way Battery Belt Pack Charger Clearcom AC60 2 

12 Channel Cue Lighting Control 
(Stage Manager Console) 

ETC  
Cue System 12 
Channel Rack 

1 

Cue Lighting Playback Station 
(Stage Manager Console) 

ETC  
Cue System Playback 

Unit  
1 
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7. BACKSTAGE FACILITIES  

Dressing Rooms  

STAGE 1 theatre has three (3) dressing rooms that could host up to the total of sixty (60) 
performers. All dressing rooms are fitted with ensuite toilets and shower facilities, dressing 
tables with mirror and power points and clothes racks.  

Dressing 
Room 

Facilities   Capacity  Location  

DR 1 Toilet, shower, mirrors, desk, power 
point, clothes racks 

2-3 pax L2 

DR 2 10 pax  L2 

DR 3 
Toilet, shower, mirrors, desk, power 
point, clothes racks, access to loading 
lift 

20-25 pax  L3 

 

Green Room  

The Green Room is located one level above the Theatre stage. It is for the exclusive use of 
artists, crew, staff and their visitors. All visitors must be signed in at Theatre Management Office 
and escorted to the Green Room by the host artist. Basic food and beverage preparation 
equipment is provided. Hirers are asked to keep the green room kitchen area clean and wash-
up used crockery/ cutlery. Laundry facilities are available in the green room, washing detergent 
are available upon request on Hirer’s cost.  

 

Production Office  

Production office is located on Level 3 fitted with desk, power point and free wi-fi is available 
throughout the premise.  

 

Catering  

Event catering is possible by arrangement with PJPAC contracted caterer.  

 

Security  

All large items access to backstage is via Loading Lift to Level 2, refer to above loading area for 
details.  

Security in the theatre is monitored by a system of movement sensors and closed-circuit video 
cameras (CCTV).  

Access is controlled by a combination of key and swipe card activated door locks. Keys and 
swipe cards allowing area specific access will be issued to users of the theatre as required. Prior 
notice of names and duties of personnel needing access is required, in order that cards and 
keys can be prepared for collection on arrival. A replacement fee will be charged for any keys 
or swipe cards not returned.  

Guests must be collected and signed in by their host and remain in the company of the host at 
all times. For safety and security reasons, guests are not permitted on the stage, side-stage, 
sub stage or in the auditorium without prior arrangement with PJPAC Theatre Management staff. 
Swipe card-controlled doors will sound a shrill alarm if held open for too long. Please see PJPAC 
Theatre staff to temporarily disarm these alarms should a door require to be held open for the 
passage of goods etc.  
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8. Layout 
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Contact details:  

 
 Theatre Manager 
 Brian Kwan 
 012 215 7984 
 brian.kwan@pjpac.com.my 
 
 
 Technical Manager 
 Mark Felix 
 012 391 8787 
 mark.felix@pjpac.com.my 
 

 


